Appendix 2
Comparative table
Note：Words with double strikethrough are deleted and those in red and bold are newly added.

	Revised Version
	Current Version（effective from October 23,2024）

	the SHFE Nickel Futures Contract Specifications

	Grade and Quality Specifications
	Standard products: Ni9996 electrolytic nickel as prescribed in National Standard GB/T 6516-2025 GB/T 6516-2010, with total nickel and cobalt content not less than 99.96%.
	Grade and Quality Specifications
	Standard products: Ni9996 electrolytic nickel as prescribed in National Standard GB/T 6516-2010, with total nickel and cobalt content not less than 99.96%.

	
	Substitutions: Ni9997 electrolytic nickel as prescribed in National Standard GB/T 6516-2025, with total nickel and cobalt content not less than 99.97%; Ni9999 electrolytic nickel as prescribed in National Standard GB/T 6516-2025GB/T 6516-2010, with total nickel and cobalt content not less than 99.99%; or nickel conforming to ASTM B39-79(2023)ASTM B39-79 (2013), with nickel content not less than 99.8%.
	
	Substitutions: Ni9999 electrolytic nickel as prescribed in National Standard GB/T 6516-2010, with total nickel and cobalt content not less than 99.99%; or nickel conforming to ASTM B39-79 (2013), with nickel content not less than 99.8%.

	Appendix to SHFE Nickel Futures Contract Specifications

	II.
Quality Standards

1.
Electrolytic nickel used for physical delivery shall conform to the specifications of National Standard GB/T 6516-2025 GB/T 6516-2010 for Ni9996, with total nickel and cobalt content not less than 99.96%.
	II.
Quality Standards

1. Electrolytic nickel used for physical delivery shall conform to the specifications of National Standard GB/T 6516-2010 for Ni9996, with total nickel and cobalt content not less than 99.96%.
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