Appendix 2
SHFE Stainless Steel Futures Contract Specifications

Comparative table

Note：Words with double strikethrough are deleted and those in red and bold are newly added.
	Revised Version
	Current Version（effective from October 23, 2024）

	SHFE Stainless Steel Futures Contract Specifications

	Grade and Quality Specifications
	Standard products: 304 austenitic cold-rolled stainless steel coils, with a thickness of 2.0mm, a width of 1219mm, 2B finish, and sheared edge. 

Substitutions: with a thickness of 0.5 mm, 0.6 mm, 0.7 mm, 0.8 mm, 0.9 mm, 1.0 mm, 1.2 mm, 1.5 mm, or 3.0 mm, a width of 1000mm or 1500mm, and raw edge (premiums and discounts in terms of thickness and edge will be prescribed and announced by the Exchange).

Quality: meeting the standards for 06Cr19Ni10 as prescribed in GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or those for SUS304 as set forth in JIS G 4305: 2021JIS G 4305: 2012 Cold-Rolled Stainless Steel Plates and Strips.
	Grade and Quality Specifications
	Standard products: 304 austenitic cold-rolled stainless steel coils, with a thickness of 2.0mm, a width of 1219mm, 2B finish, and sheared edge. 

Substitutions: with a thickness of 0.5 mm, 0.6 mm, 0.7 mm, 0.8 mm, 0.9 mm, 1.0 mm, 1.2 mm, 1.5 mm, or 3.0 mm, a width of 1000mm or 1500mm, and raw edge (premiums and discounts in terms of thickness and edge will be prescribed and announced by the Exchange).

Quality: meeting the standards for 06Cr19Ni10 as prescribed in GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or those for SUS304 as set forth in JIS G 4305:2012 Cold-Rolled Stainless Steel Plates and Strips.

	Appendix to SHFE Stainless Steel Futures Contract Specifications

	II. Quality Standards

1. The quality of stainless steel used for physical delivery shall conform to the specifications of 06Cr19Ni10 as prescribed in GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or those of SUS304 as set forth in JIS G 4305: 2021JIS G 4305: 2012 Cold-Rolled Stainless Steel Plates and Strips, and the technical requirements for surface quality prescribed by SHFE.
	II. Quality Standards

1. The quality of stainless steel used for physical delivery shall conform to the specifications of 06Cr19Ni10 as prescribed in GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or those of SUS304 as set forth in JIS G 4305:2012 Cold-Rolled Stainless Steel Plates and Strips, and the technical requirements for surface quality prescribed by SHFE.


SHFE Hot-Rolled Coil Futures Contract Specifications

Comparative table

Note：Words with double strikethrough are deleted and those in red and bold are newly added.
	Revised Version
	Current Version（effective from October 23, 2024）

	SHFE Hot-Rolled Coil Futures Contract Specifications

	Grade and Quality Specifications
	Standard products: Q235B hot-rolled coils as prescribed in GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 5.75 mm and a width of 1,500 mm.
	Grade and Quality Specifications
	Standard products: Q235B hot-rolled coils as prescribed in GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 5.75 mm and a width of 1,500 mm.

	
	Substitutions: Q235B hot-rolled coils as prescribed in GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 9.75 mm, 9.5 mm, 7.75 mm, 7.5 mm, 5.50 mm, 4.75 mm, 4.50 mm,3.75 mm, or 3.50 mm and a width of 1,500 mm.
	
	Substitutions: Q235B hot-rolled coils as prescribed in GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 9.75 mm, 9.5 mm, 7.75 mm, 7.5 mm, 5.50 mm, 4.75 mm, 4.50 mm,3.75 mm, or 3.50 mm and a width of 1,500 mm.

	Appendix to SHFE Hot-Rolled Coil Futures Contract Specifications

	II. Quality Standards

(I)
The quality standards for hot-rolled coils used for physical delivery are as follows:

1.
Standard Products

Q235B hot-rolled coils as prescribed in National Standard GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 5.75 mm and a width of 1,500 mm.

2.
Substitutions

Q235B hot-rolled coils as prescribed in National Standard GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 9.75 mm, 9.5 mm, 7.75 mm, 7.5 mm, 5.50 mm, 4.75 mm, 4.50 mm, 3.75 mm, or 3.50 mm and a width of 1,500 mm.

(II)
Hot-rolled coils used for physical delivery shall also meet other requirements as provided in the Hot-Rolled Coil Futures Rules of the Shanghai Futures Exchange and as separately announced by SHFE.
	II. Quality Standards

(I)
The quality standards for hot-rolled coils used for physical delivery are as follows:

1.
Standard Products

Q235B hot-rolled coils as prescribed in National Standard GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 5.75 mm and a width of 1,500 mm.

2.
Substitutions

Q235B hot-rolled coils as prescribed in National Standard GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel, or SS400 hot-rolled coils as prescribed in JIS G 3101-2015: Rolled Steel for General Structures, both with a thickness of 9.75 mm, 9.5 mm, 7.75 mm, 7.5 mm, 5.50 mm, 4.75 mm, 4.50 mm, 3.75 mm, or 3.50 mm and a width of 1,500 mm.

(II)
Hot-rolled coils used for physical delivery shall also meet other requirements as provided in the Hot-Rolled Coil Futures Rules of the Shanghai Futures Exchange and as separately announced by SHFE.


STAINLESS STEEL FUTURES RULES OF THE SHANGHAI FUTURES EXCHANGE

Comparative table

Note：Words with double strikethrough are deleted and those in red and bold are newly added.

	Revised Version
	Current Version（effective from August 8, 2025）

	Article 15 Quality specifications

The deliverable stainless steel shall be of a registered brand from a manufacturer registered with the Exchange, or of a designated brand from a manufacturer recognized by the Exchange (the brands and manufacturers will be specified and announced by the Exchange).

The quality of deliverable stainless steel shall conform to the specifications of GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or JIS G 4305: 2021JIS G 4305: 2012 Cold-Rolled Stainless Steel Plates and Strips, and the Steel Deliverable Registration Rules of the Shanghai Futures Exchange.
	Article 15 Quality specifications 

The deliverable stainless steel shall be of a registered brand from a manufacturer registered with the Exchange, or of a designated brand from a manufacturer recognized by the Exchange (the brands and manufacturers will be specified and announced by the Exchange).

The quality of deliverable stainless steel shall conform to the specifications of GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or JIS G 4305: 2012 Cold-Rolled Stainless Steel Plates and Strips, and the Steel Deliverable Registration Rules of the Shanghai Futures Exchange.

	Article 17 Packaging 

The mark and the certificate of quality of deliverable stainless steel shall conform to the specifications of GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or JIS G 4305:2021JIS G 4305:2012 Cold-Rolled Stainless Steel Plates and Strips. 

The packaging of deliverable stainless steel shall meet the requirements of the Steel Deliverable Registration Rules of the Shanghai Futures Exchange.
	Article 17 Packaging 

The mark and the certificate of quality of deliverable stainless steel shall conform to the specifications of GB/T3280-2015 Cold-Rolled Stainless Steel Plates and Strips or JIS G 4305:2012 Cold-Rolled Stainless Steel Plates and Strips. 

The packaging of deliverable stainless steel shall meet the requirements of the Steel Deliverable Registration Rules of the Shanghai Futures Exchange.

	Article 55 These Stainless Steel Futures Rules take effect on November 20, 2025.August 8, 2025.
	Article 55 These Stainless Steel Futures Rules take effect on August 8, 2025.


HOT-ROLLED COIL FUTURES RULES OF THE SHANGHAI FUTURES EXCHANGE Comparative table
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	Revised Version
	Current Version（effective from August 8, 2025）

	Article 15 Quality specifications

The deliverable hot-rolled coils shall be registered commodities from a manufacturer registered with the Exchange.

The shape, dimension, weight, and tolerance of deliverable hot-rolled coils shall conform to the specifications of GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel or JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures.
	Article 15 Quality specifications 

The deliverable hot-rolled coils shall be registered commodities from a manufacturer registered with the Exchange.

The shape, dimension, weight, and tolerance of deliverable hot-rolled coils shall conform to the specifications of GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel and Low-Alloy Structural Steel or JIS G 3101-2015: Rolled Steel for General Structures.

	Article 17 Packaging 

The packaging, mark, and certificate of quality of deliverable hot-rolled coils shall conform to the specifications of GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel or Low-Alloy Structural Steel or JIS G 3101-2024JIS G 3101-2015: Rolled Steel for General Structures and other relevant rules.
	Article 17 Packaging 

The packaging, mark, and certificate of quality of deliverable hot-rolled coils shall conform to the specifications of GB/T 3274-2017: Hot-Rolled Plates and Strips of Carbon Structural Steel or Low-Alloy Structural Steel or JIS G 3101-2015: Rolled Steel for General Structures and other relevant rules.

	Article 55 These Hot-Rolled Coil Futures Rules take effect on November 20, 2025.August 8, 2025.
	Article 55 These Hot-Rolled Coil Futures Rules take effect on August 8, 2025.
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