Leased Line Activation Application Form
	Company Name (stamp)
	

	Member/ OSP No.
	
	Seat Username
	

	Access Information

	Trading Software Vendor & Version
	
	Fax
	

	Technical Contact Person
	
	Tel
	

	Mobile
	
	Email 
	

	Member/OSP Datacenter Address
	

	If you have existing access link to:
	SHFE
	CFFEX

□ Yes

□ No 
	DCE 

□ Yes 

□ No 
	CZCE 

□ Yes

□ No 

	
	PD-DC 

□ Yes □ No 
	ZJ-DC

□ Yes □ No 
	
	
	

	Existing link type, Carrier, quantity
	
	
	
	
	

	Applied Leased Line Info.
	□PD-DC
	□OTN/MSTP
	Carrier 
	□ China Telecom 

□ China Unicom

□ China Mobile 

	
	
	
	Rate 
	

	
	□ ZJ-DC 
	□OTN/MSTP
	Carrier 
	□ China Telecom 

□ China Unicom 

□ China Mobile 

	
	
	
	Rate 
	

	
	HK-HUB
	□OTN/MSTP
	Carrier 
	□ PCCW

	
	
	
	Rate
	

	
	SG-HUB
	□OTN/MSTP
	Carrier 
	□ Singtel

	
	
	
	Rate 
	

	Network structure description 
	Applicants can modify the Member Network Structure Description Template (the templates are separate articles attached to this form). The relevant network topology connecting the offering machine with the Exchange should be described (including the design of the newly applied link). 

	The following blanks shall be filled by the Exchange.

	Review opinion 
	
	Carrier 
	

	Leased Line No.
	
	Routing 
	□ Static □ Dynamic 

	Exchange 

Access to router 
	
	Router 

Port name 
	

	Leased Line WAN IP 
	
	WAN IP address of member router 
	

	Leased Line LAN IP 
	
	Opening time 
	


Notes: 
(1) This form should be filled out by the member companies connected to the Exchange; 
2) The form should be sealed by the member companies, and sent to the Exchange. 

Member network structure description template: 

	
[image: image1.emf]Transaction Front-end 

Server Farm

192.168.11.X

SHFE

Futures Building Data 

Center

SHFE

Zhangjiang Data 

Center

Transaction Front-end 

Server Farm

192.168.12.X

SHFE Member A Offering Machine 1

NICA:10.44.1.1/24

NIC B:10.66.1.1/24

NIC C:10.2.2.1/24

ROUTER-A

S1/0:10.32.1.2/30

F0/0:10.44.1.254/24

China 

Telecom

SDH

ROUTER-B

S1/0:10.64.1.2/30

10.64.1.1/30

F0/0:10.66.1.254/24

China Unicom

SDH

SHFE Member A Offering Machine 2 

NICA:10.44.1.2/24

NIC B:10.66.1.2/24

NIC C:10.2.2.2/24

10.32.1.1/30

SWITCH-A SWITCH-B

Transaction Front-end 

Server Farm

192.168.16.X

ZCE

DCE

CFFEX

ROUTER-C

SWITCH-C

SHFE 

Beijing Disaster Recovery 

Data Center

155M POS

155M POS

155M POS

155M POS

1000M

1000M

SHFE End

Other Exchange or Member End

10.2.1.1/30

China 

Telecom

SDH

F0/0:10.2.2.254/24

S1/0:10.2.1.2/30

HK-HUB SG-HUB



	Figure 1: Member network structure description template 1 (Access to Beijing Data Center through direct connection to other exchanges)
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Figure 2: Member network structure description template 2 (Access through direct connection to Beijing Data Center)


The figure above is of Microsoft Visio format (double click or right click to choose "Visio object" for editing). Members shall modify the contents below the horizontal dashed line according to the technical system configuration. This figure is a part of the network structure description in Shanghai Futures Exchange Member Link Opening Application Form. 
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